
Datasheet

QUBE CS10 Active
Subwoofer Black HG
Part No: 610008

About the product
Its impetuous will to perform and its musical adaptability make the QUBE CS10 extremely interesting
for both HiFi and surround sets.
The built-in amplifier of the QUBE CS10 delivers an enormous 250/300 watts, giving the large 260 mm
long-throw woofer unimagined thrust. Four stable feet support the massive housing and ensure that it
does not lose its grip on the ground. It is rare to find cultivated elegance and genuine power combined
in such perfection.

Technical Data
Speaker type active Subwoofer

Supply voltage 115/230 ~ switchable

Weight 11.4 kg

Audio Specifications
Principle Bassreflex, downfire

Nominal and music power 250/300 W

Frequency range 22...200Hz

Crossover frequency 50...200 Hz variable

specification_name.input_sensitivity 250 mV

specification_name.stand_by_power

specification_name.phase 0…180° continuously adjustable

Woofer Ø 260 mm Ø

Weight & Dimensions
Product dimensions 42 x 32 x 39 cm
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Installation must be carried out by a qualified electrician in accordance with the relevant regulations.
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Datenblatt

QUBE CS10 Active
Subwoofer Black HG
Part No: 610008

Über das Produkt
Sein ungestümer Leistungswille und seine musikalische Anpassungsfähigkeit machen den QUBE
CS10 sowohl für HiFi als auch Surroundsets höchst interessant. 
Der eingebaute Verstärker des QUBE CS10 leistet enorme 250/300 Watt und verhilft damit dem großen
260 mm Langhub-Tieftöner zu ungeahnter Schubkraft. Vier stabile Füße tragen das massive Gehäuse
und sorgen dafür, dass es nicht die Bodenhaftung verliert. Nur selten findet man kultivierte Eleganz und
genuine Kraft in solcher Perfektion miteinander vereint.
 

Technische Daten
Lautsprecher Typ aktiver Subwoofer

Versorgungsspannung 115/230 ~ umschaltbar

Gewicht 11,4 kg

Audio-Spezifikationen
Prinzip Bassreflex, downfire

Nenn- und Musikleistung 250/300 W

Übertragungsbereich 22...200Hz

Übergangsfrequenz 50...200 Hz variabel

specification_name.input_sensitivity 250 mV

specification_name.stand_by_power

specification_name.phase 0…180° stufenlos einstellbar

Tieftöner Ø 260 mm Ø

Gewicht & Abmessungen
Produktmaße 42 x 32 x 39 cm
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Die Installation muss von einer qualifizierten Elektrofachkraft gemäß den einschlägigen Vorschriften
durchgeführt werden.
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