
Datasheet

SIGNUM PHASE 2 Wall
Anth. SG
Part No: 610020

About the product
The SIGNUM PHASE 2 is a real all-rounder. Stereo or surround, wall, sideboard or shelf. Whatever
you want – the SIGNUM PHASE 2 delivers. So that it can get a little louder, we have added two
woofers to the outstanding RiCom Sigma tweeter. For reproduction of the lowest octave, we
recommend extension with a quadral QUBE Subwoofer.

Audio Specifications

Speaker type 2-way

Nominal and music power 100/150 W

Frequency range 54…32.000 Hz

Crossover frequency 2.400 Hz

Sensitivity 90 dB

Nominal impedance 4 Ohm

Tweeter type RiCom-Sigma

Woofer cone material Titanium-PP

Woofer Ø 2x 155 mm Ø

Technical Data

Principle closed

Weight 6,0 kg

Weight & Dimensions

Product dimensions 44,4 x 18,5 x 12 cm
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Installation must be carried out by a qualified electrician in accordance with the relevant

regulations.

Published by

Loxone Electronics GmbH

Smart Home 1

4154 Kollerschlag

Austria

Tel: +43 7287 7070-0

loxone.com

Loxone UK Ltd.

The Forum

Station Road

Theale, RG7 4RA

United Kingdom

version LX001
09.01.2026
Subject to change! page 2 of 4



Datenblatt

SIGNUM PHASE 2 Wall
Anth. SG
Part No: 610020

Über das Produkt
Die SIGNUM PHASE 2 ist ein echtes Multitalent. Stereo oder Surround, Wand, Sideboard oder Regal.
Was auch gewünscht wird – die SIGNUM PHASE 2 liefert. Damit es auch mal etwas lauter werden
kann, haben wir dem herausragenden Hochtöner RiCom Sigma gleich zwei Tieftöner zur Seite
gestellt. Für die Wiedergabe der tiefsten Oktave empfehlen wir die Erweiterung mit einem quadral
QUBE Subwoofer.
 

Audio-Spezifikationen

Lautsprecher Typ 2-Wege

Nenn- und Musikleistung 100/150 W

Übertragungsbereich 54…32.000 Hz

Übergangsfrequenz 2.400 Hz

Empfindlichkeit 90 dB

Nennimpedanz 4 Ohm

Hochtöner-Art RiCom-Sigma

Tieftöner-Membranmaterial Titanium-PP

Tieftöner Ø 2x 155 mm Ø

Technische Daten

Prinzip geschlossen

Gewicht 6.0 kg

Gewicht & Abmessungen

Produktmaße 44,4 x 18,5 x 12 cm
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Die Installation muss von einer qualifizierten Elektrofachkraft gemäß den einschlägigen Vorschriften

durchgeführt werden.
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