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About the product

The fine-resolution quadral QJUSENSE® tweeter shines and presents every sonic detail in the room.
AURUM GALAN is ideal in a stereo arrangement for small to medium-sized rooms or as a perfect
complement for large home cinema installations.
The prices refer to 1 set (2 pieces)!

Extend the guarantee of your purchased AURUM product to 10 years now. Simply contact
info@quadral.com. To the conditions >

Technical Data

Speaker type 2-way

Principle Bassreflex

Weight 10,5 kg
Audio Specifications

Nominal and music power 80/140 W
Frequency range 36...65.000 Hz

Crossover frequency 2.900 Hz

Sensitivity 85dB

Nominal impedance 4 Ohm

Tweeter type

quadral quUSENSE® 50mm Aluminium ribbon

Woofer @

155 mm @

Woofer membrane material

Weight & Dimensions

Product dimensions

guadral ALTIMA®

33x21x29cm
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Installation must be carried out by a qualified electrician in accordance with the relevant regulations.

Published by

Loxone Electronics GmbH Loxone UK
Smart Home 1 Loxone UK

4154 Kollerschlag he Forum
Austria Station Road

Tel: +43 7287 7070-0 heale, RG7 4RA
loxone.com United Kingdom

version LX001
24.08.2025

Subject to change! page 2 of 4



Datenblatt

AURUM GALAN 9 White HG

Pair
Part No: 610060

5

Uber das Produkt

Der fein auflosende quadral quUSENSE®-Hochtoner brilliert und stellt jedes klangliche Detail losgeltst
in den Raum. AURUM GALAN eignet sich in Stereo-Anordnung hervorragend fiir kleine bis mittlere

Raume oder als perfekte Erganzung fiir grof3e Heimkino-Installationen.

Die Preisangaben beziehen sich auf 1 Set (2 Stiick)!
Verlangern Sie jetzt die Garantie lhres gekauften AURUM Produkts auf 10 Jahre. Melden Sie sich
einfach direkt bei info@quadral.com. Zu den Bedingungen >

Technische Daten

Lautsprecher Typ 2-Wege
Prinzip Bassreflex
Gewicht 10,5 kg
Audio-Spezifikationen
Nenn- und Musikleistung 80/140 W
Ubertragungsbereich 36...65.000 Hz
Ubergangsfrequenz 2.900 Hz
Empfindlichkeit 85dB
Nennimpedanz 4 Ohm

Hochtdner-Art

quadral quUSENSE® 50mm Aluminium ribbon

Tieftoner @

155 mm @

Tieftoner-Membranmaterial

guadral ALTIMA®

Gewicht & Abmessungen

Produktmalle 33x21x29cm
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Die Installation muss von einer qualifizierten Elektrofachkraft gemaf den einschlagigen Vorschriften
durchgefihrt werden.
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