Datasheet

\
Orkus DSP White High -
Gloss
Part No: 610107 Ty

About the product

Deep, deeper - Qube Orkus DSP The Orkus. DSP is the bass master from Quadral. Music and home
cinema can be felt in the truest sense of the word thanks to the long-throw 12-inch woofer. For optimal
adaptation to the position and room, the Orkus DSP has numerous functions for frequency response
adjustment.

Audio Specifications

Speaker type active Subwoofer
Principle Bassreflex, downfire
Nominal and music power 600/800W

Frequency response 16...200Hz

Crossover frequency 40...200Hz

Inputs Stereo-Cinch, Mono-XLR
Outputs Stereo-Cinch, Mono-XLR

specification_name.input_sensitivity| 1.228V

specification_name.stand_by powef| <0,5W

specification_name.phase 0°...315°in 45° steps
Woofer @ 320mm @
Supply voltage 230V /110V AC

Weight & Dimensions

Net weight 5,5 kg
Net weight 35,5kg
Product dimensions 54,4 x42,5x 52,4 cm
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Installation must be carried out by a qualified electrician in accordance with the relevant regulations.
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Datenblatt ~—

Orkus DSP weild Hochglanz

Part No: 610107

Uber das Produkt

Tief, tiefer — Qube Orkus DSP. Der Orkus DSP ist der Bassmeister aus dem Hause Quadral. Musik
und Heimkino werden durch den langhubigen 12-Zoll Tieftoner im wahrsten Sinne des Wortes fuhlbar.
Fur eine optimale Anpassung an die Position und Raum verfiigt der Orkus DSP Uber zahlreiche
Funktionen der Frequenzganganpassung.

Audio-Spezifikationen

Lautsprecher Typ aktiver Subwoofer
Prinzip Bassreflex, downfire
Nenn- und Musikleistung 600/800W
Frequenzbereich 16...200Hz
Ubergangsfrequenz 40...200Hz

Eingénge Stereo-Cinch, Mono-XLR
Ausgange Stereo-Cinch, Mono-XLR

specification_name.input_sensitivity| 1.228V

specification_name.stand_by powef| <0,5W

specification_name.phase 0°...315°in 45° steps
Tieftoner @ 320mm @
Versorgungsspannung 230V /110V AC

Gewicht & Abmessungen

Nettogewicht 5,5 kg
Nettogewicht 35,5kg
ProduktmalRle 54,4 x 42,5 x 52,4 cm

version LX001
09.10.2025
Subject to change! page 3 of 4



Die Installation muss von einer qualifizierten Elektrofachkraft gemaf den einschlagigen Vorschriften
durchgefihrt werden.
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